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AMENDMENTS TO THE CLAIMS 

The following listing of claims replaces all prior versions and listings of claims 
in this application. 

LISTING OF CLAIMS: 

1 . (Currently Amended) A wa l k i n apparatus for a vehicle seat 
arrangement comprising: 

an upper rail assembled to [[the]] a vehicle seat; 

a lower rail engaged slidably with the upper raj] fails and assembled to a 
vehicle floor; 

a lock plate locking a slide movement of the upper rail on the lower rail; 

a release lever which is adapted to engage with the lock plate for releasing 
the locking of the slide movement of the upper rail on the lower rail by the lock plate; 

a reclining plate which rotates in conjunction with a seat back when the seat 
back is rotated equal to or more than a predetermined angle in forward direction, and 

where i n tho wa l k in apparatus of tho voh i o l o i nc l ud i ng a connecting member 
for connecting the release lever and the reclining plate [[is]] and adapted to 
disengage the release lever from the reclining plate when a load is applied to the 
connecting member equal to or more than a predetermined value. 

2. (Currently Amended) A wa l k i n apparatus for a vehicle seat as set 
forth in the claim 1 , wherein a plurality of snaps are provided on the connecting 
member. 
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3. (Currently Amended) A wa l k i n apparatus of a vehicle seat [[for]] as 
set forth in the claim 1 , wherein a snap is provided between the connecting member 
and the release lever and another snap is provided between the connecting member 
and reclining plate. 

4. (Currently Amended) A walk i n apparatus of a vehicle seat as set forth 
in the claim 2, wherein the snap is made of resin material. 

5. (New) A walk-in apparatus for a vehicle seat which is adapted to be 
connected to an upper rail slidably engaged with a lower rail assembled to a vehicle 
floor, the walk-in apparatus comprising: 

a lock plate for locking sliding movement of the upper rail on the lower rail; 

a release lever adapted to engage the lock plate for releasing the locking of 
the sliding movement of the upper rail on the lower rail by the lock plate; 

a reclining plate adapted to rotate in conjunction with a seat back of the 
vehicle seat when the seat back is rotated equal to or more than a predetermined 
angle in a forward direction; and 

a connecting member for connecting the release lever and the reclining plate 
and adapted to disengage the release lever from the reclining plate when a load is 
applied to the connecting member equal to or more than a predetermined value. 

6. (New) A walk-in apparatus as set forth in the claim 5, wherein a 
plurality of snaps are provided on the connecting member. 
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7. (New) A walk-in apparatus as set forth in the claim 5, wherein a snap 
is provided between the connecting member and the release lever and another snap 
is provided between the connecting member and reclining plate. 

8. (New) A walk-in apparatus as set forth in the claim 6, wherein the snap 
is made of resin material. 
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